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  TDS-ROO-200-ELASTOTITE G 20140 

ELASTOTITE® G 20140  
LOW RISE ROOFING ADHESIVE 
 

DESCRIPTION:  
The ELASTOTITE G 20140 Roofing Adhesive is a low viscosity; all water-blown, spray applied polyurethane adhesive with high 
bonding strength and a large temperature application range to be used for the attachment of rigid insulation boards to various 
substrates. 

 
TESTING APPROVALS & CERTIFICATIONS: 

 



ELASTOTITE® G 20140 ROOFING ADHESIVE 
 

 

While descriptions, designs, data and information contained herein are presented in good faith and believed to be accurate, they are provided for guidance only.  Because many factors may affect 
processing or application/use, BASF recommends that the reader make tests to determine the suitability of a product for a particular purpose prior to use.  No warranties of any kind, either expressed or 
implied, including warranties of merchantability or fitness for a particular purpose, are made regarding products described or designs, data or information set forth, or that the products, designs, data or 
information may be sued without infringing the intellectual property rights of others.  In no case shall the descriptions, information, data or designs provided be considered a part of BASF’s terms and 
conditions of sale.  Further the descriptions, designs, data, and information furnished by BASF hereunder are given gratis and BASF assumes no obligation or liability for the description, designs, data or 
information given or results obtained, all such being given and accepted at the reader’s risk. 
  
*Warning* Polyurethanes are organic materials and must be considered combustible. 
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TYPICAL PROPERTIES: 

 

 

 

 

 

 

 

 

 

 

 

 

GENERAL INFORMATION: 

The ELASTOTITE G 20140 Roofing Adhesives may be used in conjunction with dry, clean - fiberboard, rigid insulation board, 
concrete, sheetrock type gypsum boards, wood fiber, wood and painted or galvanized steel, smooth or gravel BUR, mineral capsheets, 
smooth or granulated mod-bit, structural or lightweight concrete, SPF and DensDeck®. 

ELASTOTITE G 20140 is a spray polyurethane adhesive foam (SPF) system intended for installation by qualified contractors trained in 
the processing and application of SPF systems, as well as the plural-component polyurethane dispensing equipment required to do so.  
Contractors and applicators must comply with all applicable and appropriate storage, handling, processing and safety guidelines.  BASF 
technical service personnel should be consulted in all cases where application conditions are questionable.  
 

TYPICAL REACTIVITIES (Seconds) 
Target Temperature 20°F 40°F 60°F 80°F 100°F 120°F 

Initial Rise 18 14 10 6 4 2 

Gel 160 120 75 30 20 15 

Tack Free 280 240 200 160 110 90 

Insulation Placement 180-260 150-220 100-180 60-140 30-90 20-80 

 
 The insulation placement times listed will ensure optimum adhesion of the insulation board with minimal or no slippage of the board as 
it is walked into the adhesive. If slippage or movement occurs during the walk-in of the insulation board, the placement of the board 
should be delayed until the movement or slippage reaches a minimum. This allows placement and wet-out of the board while 
maintaining an optimum level of adhesive between the insulation and the substrate.   

PROPERTY  VALUE  TEST METHOD 

As Supplied (Resin) 
Specific Gravity @ 70°F 1.055 ASTM D 1638 
Viscosity @ 70°F (cps)  240 Brookfield 
Weight per gallon                                      8.8 lbs./gal. 

Hand Mix Reactivity @ 70°F 
Initial Rise (seconds) 7 – 9    
Gel (seconds) 35 – 45  
Tack Free (seconds) 110 – 120  
Density (lbs./Ft.³) 2.7 – 2.9  ASTM D 1622 

Spray Reactivity – ELASTOTITE G 20140 
Conducted with a Gusmer Predator, Gusmer GAP Gun, #4 Mix Chamber, V-Force Tip, Primary Heater set to 130°F, Hose Heat at 130°F, Spray 
pressures at 800 psi. 

Substrate: 70°F Fiber Reinforced Concrete Board 
Initial Rise (seconds) 8    
Gel (seconds) 30  
Tack Free (seconds) 160  

Substrate: 45°F Fiber Reinforced Concrete Board 
Initial Rise (seconds) 14    
Gel (seconds) 120  
Tack Free (seconds) 240  
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APPLICATION INSTRUCTIONS: 
Prior to applying the ELASTOTITE G 20140 Roofing Adhesives, the surface to which the adhesive is being applied must be inspected 
to ensure that it is clean, dry and free of any sharp edges or irregular surfaces which could interfere with the placement and complete 
contact of material being installed. The surface should be clean, and free of any moisture or loose materials.  

When applying the ELASTOTITE G 20140 Roofing Adhesives over existing insulation, all wet materials must be removed and 
remaining moisture dried before the application. When applying over pre-existing SPF, the substrate should be scarfed or primed 
depending on the coating used. When applied over new SPF, the adhesive may be applied directly to the foam surface. 

Once the deck has been inspected and prepared, the ELASTOTITE G 20140 Roofing Adhesive should be applied to obtain complete 
coverage, with the resulting adhesive layer attaining a final thickness of 1/4 to 3/8 of an inch. 

The adhesive should be allowed to begin to rise before placing the material to be adhered over the adhesive. A short period of time 
must be allowed for the adhesive to begin to gel before walking the board into place. Attempting to place the board and walk it into place 
before the adhesive has gelled may result in difficulty keeping the board in place and result in a poor bond due to adhesive being forced 
out from under the board. This may result in an insufficient amount of adhesive for proper bonding.  

The ELASTOTITE G 20140 Roofing Adhesive application is limited to temperatures above 20°F. 
 
INSTALLATION CAUTIONS AND RECOMMENDATIONS: 
ELASTOTITE G 20140 is designed for an application rate of 1/4 inch minimum to 3/8 inches maximum.  ELASTOTITE G 20140 is 
designed for installation in most standard construction configurations using common materials such as wood and wood products, metal 
and concrete.  Foam plastic materials installed in walls or ceilings may present a fire hazard unless protected by an approved, fire-
resistant thermal barrier with a finish rating of not less than 15 minutes as required by building codes.   

This product is neither tested nor represented as suitable for medical or pharmaceutical uses. 

In addition to reading and understanding the SDS, all contractors and applicators must use appropriate respiratory, skin and eye 
Personal Protective Equipment (PPE) when handling and processing polyurethane chemical systems.  Personnel should review the 
following documents published by Spray Polyurethane Foam Alliance (SPFA): 
 AX-171 Course 101-R Chapter 1:  Health, Safety and Environmental Aspects of Spray Polyurethane Foam and Coverings 

AIR INTAKE UNITS SHOULD BE SHUT DOWN AND VENTS SEALED DURING POLYURETHANE SPRAY APPLICATIONS. 

As with all SPF systems, improper application techniques such as:  excessive thickness of SPF, off-ratio material and spraying into or 
under rising SPF. Potential results of improperly installed SPF include:  dangerously high reaction temperatures that may result in fire 
and offensive odors that may or may not dissipate.  Improperly installed SPF must be removed and replaced with properly installed 
materials. 

SPF insulation is combustible.  High-intensity heat sources such as welding or cutting torches must not be used in contact with or in 
close proximity to ELASTOTITE G 20140 or any polyurethane foam. 
 
SHELF LIFE AND STORAGE CONDITIONS: 
ELASTOTITE G 20140 Series has a shelf life of approximately one (1) year from the date of manufacture when stored in original, 
unopened containers at 50-80°F.  As with all industrial chemicals this material should be stored in a covered, secure location and never 
in direct sunlight.  Storage temperatures above the recommended range will shorten shelf life.  Storage temperatures above the 
recommended range may also result in elevated headspace pressure within packages. 
 
 
LIMITED WARRANTY INFORMATION – PLEASE READ CAREFULLY: 
The information herein is to assist customers in determining whether our products are suitable for their applications.  Our products are 
only intended for sale to industrial and commercial customers.  Customer assumes full responsibility for quality control, testing and 
determination of suitability of products for its intended application or use.  We warrant that our products will meet our written liquid 
component specifications.  We make no other warranty of any kind, either express or implied, by fact or law, including any warranty of 
merchantability or fitness for a particular purpose.  Our total liability and customers’ exclusive remedy for all proven claims is 
replacement of nonconforming product and in no event shall we be liable for any other damages. 
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