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Processing Data Sheet We create chemistry
ogoon oo ooad
oo
oooo - - PA9T
oo 1SO 1183 kg/m3 1130
Drying
Moisture, recommended 9 - % 0.03
goo/oooooooooo - °C 120
goo/00000o000o00 - h 8
goo/ooo0ooooooo - % 0.05
oo
00,0000,range - °C 320 - 340
00,0000, recommended - °C 330
O0,0000,range - °C 125 - 160
00,0000, recommended - °C > 140
joooooooooood - min 5

Machine Settings Injection Molding

0oooooo - °C 80

0000000100000 - °C 310

0000000200000 - °C 315

0000000300000 - °C 320

000000040000 - °C 325

ooooooo - mis < 03
oo

ooooooo °C 315-335
0ooOoO0ooooo °C 325

0000000000000 min 5

Machine Settings Extrusion

oooodoo1 °C 315
goooooz2 °C 320
oooooos °C 325
oooooo4 °C 325
Shrinkage

goooo@o) 1SO 294-4 % 1.74
goooo@o) 1SO 294-4 % 1.82

O

1) Aslight increase in viscosity during processing is possible.

2) Dry air dryer; drying time is dependent on the inital moisture content of the granules, drying temperature and the dew point of the dried air.
3) In case of improper storage (e.g. open packages) drying time may have to be extended.
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