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oo 1SO 1183 kg/m3 1490
00 (0.5% in 96% H2S04) ISO 307, 1157, 1628 cmi/g 77
0o00oo2400023 C 1SO 62 % 0.16
0o

0000,DbsC(10° C/min) 1SO 11357-1/-3 °C 305
oooooooo 1SO 1133 cm3/10min 20
oo 1SO 1133 °C 325
oo 1SO 1133 kg 2.16
gooooo,oooo/ooo - °C 300 - 330
oooooo,oo00o - °C 100 - 140
ooooo@o) 1SO 294-4 % 0.20
ooooo@o) 1SO 294-4 % 0.80
oooo

UL 94 rating at 0.2 mm thickness UL-94, IEC 60695 class V-0
UL 94 rating at 0.4 mm thickness UL-94, IEC 60695 class V-0
Glow Wire Flammability Index, GWFl atd < 0.75 mm thickness IEC 60695-2-12 °C 960
Glow Wire Ignition Temperature, GWIT at d <= 0.75 mm thickness IEC 60695-2-13 °C 800
oooo Oo/0
oooo ISO 527-1/-2 MPa 12500/ -
oooo ISO 527-1/-2 MPa 150/ -
oooog. ISO 527-1/-2 % 2/-
oooo 1SO 178 MPa 12800/ -
oooo 1SO 178 MPa 230/ -
0000000000 1SO179-1eU(23° C)(CAMPUS) 1SO 179/1eU kJ/m? 60/-
000000000 1SO179-1eA(23° C)(CAMPUS) 1SO 179/1eA kJ/m2 13/-
ooo

0000o,1.8MPa0 0 (HDTA) 1SO 75-1/-2 °C 275
00o0o0o 23 C-55° c(dO) 1SO 11359-1/-2 E-6/K 12-16
0000Qg2s3e c-55° c(dd) 1SO 11359-1/-2 E-6/K 60 - 64
ooo

oooogiov IEC 62631-3-1 Ohm*m 3E13/-
0ooooo 100V IEC 62631-3-2 Ohm -/2E15
000000 (25GHz) IEC 60250 - 0.01/-
000000 (25GHz) IEC 60250 - 355/-
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