
Rheovis® PU 1291Rheovis® PU 1235 EC

Performance Highlights:

Characteristic Values:Application:

Rheovis® PU 1235 EC and Rheovis® PU 1291 
Excellent mid-shear PU Rheology Modifiers

Rheovis® PU 1235 EC and Rheovis® PU 

1291 are associative HEUR thickeners, 

designed to impart mid shear viscosity 

with moderate contribution to high shear 

in latex-based paints. This balance allows 

the formulation of paints with rheological 

profiles that can be customized for various 

coating applications.

Rheovis® PU 1235 EC Rheovis® PU 1291

Appearance: Hazy liquid Clear liquid

Viscosity [mPas]: ~ 1200 ~ 2700

Solid content [%]: ~ 25 ~ 40

VOC content [%]: < 20 < 0.1

▪ Well-balanced mid-shear thickener with improved ICI build at low 

dosage

▪ Improved film build and hiding properties with roller or brush 

application + universality (architectural & industrial applications)

▪ Easy handling due to low viscous product form

▪ Improved viscosity-drop-on-tinting

▪ Good scrub, chemical and spatter resistance

Sustainability 

Highlights:

▪ Heavy metal-

free (e.g. 

organic tin 

compounds)

▪ NMP free

Sustainability

Highlights:

▪ Low VOC acc. to EU 

2004/42 and low odor 

(PU 1291)

▪ Eco-label compliant 

▪ Biocide-free (PU 1235 

EC)
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