
Performance Highlights:

Characteristic Values:

Application:

Rheovis® AS 1125 and Rheovis® AS 1130 
Low shear ASE thickeners

Rheovis® AS 1125 and Rheovis® AS 

1130 are alkali soluble emulsions 

(ASE) and impart strong shear thinning 

characteristics in water-based coating 

systems. This pseudoplastic nature 

gives paint formulators a cost-effective 

way to improve the settling and sag 

resistance without compromising on 

leveling, film build and sag resistance.

Rheovis® AS 1125 Rheoivs® AS 1130

Appearance: White emulsion

Viscosity [mPas]: < 20 < 40

Solid content [%]: ~ 25 ~ 30

pH value: ~ 3 ~ 3.5

VOC content [%]: < 0.1 < 0.1

SVOC content [%] < 0.1 < 0.1

▪ Strong shear thinning effect

▪ Improvement of settling and sag resistance

▪ Excellent rheology for spray application

▪ Good viscosity stability after tinting

▪ Easy handling due to low viscous product form

Sustainability 

Highlights:

▪ Heavy metal-

free (e.g. 

organic tin 

compounds)

▪ NMP free

Sustainability Highlights:

▪ Low VOC acc. to EU 

2004/42

▪ Very efficient at low dosage

▪ Low SVOC (< 1000 ppm)

▪ Eco-label compliant 

▪ Food contact compliance

Rheovis® AS 1125 Rheovis® AS 1130
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