
Application: Sustainability 

Highlights:
Tinuvin 9945-DW ECO is an aqueous 

preparation of a benzotriazole-based UV 

absorber for coatings, adhesives and sealant 

applications. It is designed to meet medium to 

high performance and durability requirements 

of indoor and exterior (in combination with a 

HALS) water-based industrial and architectural 

coatings, including radiation curable systems 

▪ Higher photo permanence and lower leaching rate than 

Tinuvin 1130​

▪ No softening effect​

▪ Addition by simple stir-in, no need of co-solvent​

▪ As replacement for Tinuvin 1130​: (1 part Tinuvin 1130 

2 parts Tinuvin 9945-DW ECO)

▪ Broad spectral absorbance, medium thermal stability. 

▪ Fully preserves dry-film properties such as inherent color, 

transparency and gloss

▪ Eco-label availability

▪ Enables Water-

based 

▪ Low odor

▪ APEO-free

Tinuvin 9945-DW ECO 

Appearance: Off-white dispersion 

Viscosity [mPas]: 278.2 @ 100 s-1

Density at 20 °C (68 °F): 1.0549 g/cm3 

pH: 6.0 – 9.5 

Active Content: ~ 45.0 % 

Tinuvin® 9945-DW ECO 
Multipurpose UVA for medium to high durability requirements

Characteristic Values:

Performance Highlights:
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