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Sovermol 1092 

Technical Data Sheet 

Industrial Coatings 
 

 

Product Description Sovermol® 1092 is a polyol that is designed to be used in combination with isocyanates in 
polyurethane systems. 

 
Key Features & Benefits - Excellent pigment wetting 

 - Very low processing viscosity in comparison to standard polyether/polyesters with 
comparable    performance  

 - Less sensitivity to moisture while curing 
 - Grinding volume reduction up to 50% 
 - Extremely hydrophobic properties while curing at high relative humidity 
   
Chemical Composition Branched polyether/polyester 
 

 

 Properties 
 
Product Specifications Acid value   < 2.0 mg KOH/g 
 Hydroxyl value   268 – 298 mg KOH/g 
 Hydroxyl equivalent weight  188 – 209  
 Water content   < 0.2% 
 Viscosity at 25°C   650 – 950 cps 
      
Typical Characteristics Appearance     yellow – brown liquid* 
 Active content   100% 
 Density at 25°C   0.97 – 1.02 g/cm3  
 
 *Product may be slightly hazy but does not affect its properties. 
 

 These typical values should not be interpreted as specifications. 
 

 

 Applications 
 

Sovermol® 1092 is a polyol that is designed to be used in combination with isocyanates as a reactive 
component for ductile – hard polyurethane coating and casting materials. It shows particular water 
repellency, which results in less sensitivity to moisture while curing. 
 
Sovermol® 1092 is recommended for applications such as: 

• Ductile – hard polyurethane coating and casting materials 
 
Processing It is extremely hydrophobic which provides better surface at high temperature and high humidity 

conditions (no micro-foam without adding additives or molecular sieve).  Cure at 30°C and 85% relative 
humidity with polymer MDI. 
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  Typical Cured Properties of Sovermol® 1092 (in combination with):  

Properties Polymer MDI 
(NCO = 31%, Functionality = 2.3) 

Mixing ratio 100:68.5 

Gel time, 30g ,minutes 70:00  

Tensile strength 4,350 psi 

Bending strength 6,520 psi 

Elongation 2% 

Tear resistance 4,350 psi 

Hardness, Shore D, room temperature,    
     after 1 day 

40 

     after 2 days 56 

     after 3 days 63 

     after 7 days 74 

     after 28 days 86 

 
                                                            Aliphatic Crack Filler 

Material Mass % 

Part A  

Sovermol® 1092 18.47 

  

Efka® PX 4330 1.23 

Efka® PB 2744 1.64 

  

Molecular Sieves (3Å) 3.69 

  

Cab-O-Sil®1 M5 0.82 

Cimbar®2  RMF 85 55.41 

  

Dibutyltin dilaurate 0.02 

  

Part B  

Basonat® HI 100 NG 18.72 

  

Total (Mass %) 100 
  

 
1) Cab-O-Sil is a registered trademark of Cabot Corporation.  
2 ) Cimbar is a registered trademark of Cimbar resources Inc. 

 
 
 Density of Sovermol® 1092 at Different Temperatures 
 

 
 
 
 
 
 
 
 
 

 

    25°C                                     40°C                                      80°C 

0.99 g/cm3 
 
0.98 g/cm3 
 
0.97 g/cm3 
 
0.96 g/cm3 
 
0.95 g/cm3 
 
0.94 g/cm3 
 
0.93 g/cm3 
 
0.92 g/cm3 
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 Safety  
 
General The usual safety precautions when handling chemicals must be observed. These include the measures 

described in Federal, State, and Local health and safety regulations, thorough ventilation of the 
workplace, good skin care, and wearing of protective goggles. 

 
Material Safety Data Sheet All safety information is provided in the Material Safety Data Sheet for Sovermol® 1092. 
 
 

 Storage  
 

Properly stored and protected, an unopened container of Sovermol® 1092 should have a shelf life of at 
least one year.  

 
 

 Important 
 
While the descriptions, designs, data and information contained herein are presented in good faith and 
believed to be accurate, they are provided for guidance only. Because many factors may affect 
processing or application/use, BASF recommends that the reader make tests to determine the suitability 
of a product for a particular purpose prior to use. NO WARRANTIES OF ANY KIND, EITHER 
EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, WARRANTIES OF 
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, ARE MADE REGARDING 
PRODUCTS DESCRIBED OR DESIGNS, DATA OR INFORMATION SET FORTH, OR THAT THE 
PRODUCTS, DESCRIPTIONS, DESIGNS, DATA OR INFORMATION MAY BE USED WITHOUT 
INFRINGING THE INTELLECTUAL PROPERTY RIGHTS OF OTHERS. In no case shall the 
descriptions, information, data or designs provided be considered a part of BASF's terms and conditions 
of sale. Further, the descriptions, designs, data, and information furnished by BASF hereunder are 
given gratis and BASF assumes no obligation or liability for the descriptions, designs, data or 
information given or results obtained all such being given and accepted at the reader's risk. 

 
 Sovermol, Efka, and Basonat are registered trademarks of BASF Group. 
  
 © BASF Corporation, 2024 

 

 
 
 

BASF Corporation is fully committed to the Responsible Care® 
initiative in the USA, Canada, and Mexico. 
For more information on Responsible Care® goto: 
U.S.: www.basf.us/responsiblecare_usa 
Canada: www.basf.us/responsiblecare_canada 
México: www.basf.us/responsiblecare_mexico 

 
 

BASF Corporation 
Dispersions and Resins 
11501 Steele Creek Road 
Charlotte, North Carolina 
28273 
Phone:(800)2510612 
Email: CustCare-Charlotte@basf.com 
www.basf.us/dpsolutions 
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