
  Division 07 – Thermal and Moisture Protection 
  07 27 00 Air Barriers 
  07 27 36 Sprayed Foam Air Barrier 

 

Date Issued: July 24, 2026 Page 1 of 2 Spec ID: 57202 
 
Version: 9 June 2021  SFT-BC-OP-19i 

BASF Corporation 
Design No. BASF/SFAB E2357-01  

Air Barrier Wall System 
WALLTITE® One. 

ASTM E2357 as modified by ABAA S0012- Type 1 (Specimens C3 and C4) 
Rating: Air Leakage <0.2 L/s-m2 @ 75 Pa 

 

 
 

1. BASE WALL: Constructed with minimum 20-
gauge, 3-1/2" deep steel studs spaced maximum 
16" on-center. 
 

2. EXTERIOR SHEATHING: Nominal 5/8" thick 
fiberglass mat faced gypsum-based board 
fastened to studs in accordance with the code. 
May be installed vertically or horizontally. 

 

3. AIR BARRIER: 
 
CERTIFIED PRODUCT:  BASF Closed-Cell Spray-
Applied Polyurethane Foam: WALLTITE® One. 
 
WALLTITE® One spray-applied according to 
installation instructions, single pass minimum 
nominal 1” thick over exterior sheathing.  

 
4. SEALING OF PENETRATIONS AND TRANSITIONS: 

WALLTITE® One sprayed in a single pass 
minimum nominal 1” over fasteners, joints, 
around penetrations, and at material transitions. 
Maximum joint width 1/2”. Joints are not 
required to be backed. 
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Design Listings are intended to provide guidance for on-site verification of the installation of system components 
and shall not be used in place of the manufacturer’s published installation instructions. The manufacturer is 
solely responsible for providing installation instructions and requirements that ensure compliance with the 
system as tested and evaluated by Intertek. 
 
Compliance of the assembly described in a Design Listing with the referenced standard(s) is contingent upon 
verification that the field-constructed assembly is consistent with the assembly described herein. Intertek-
certified products may be verified by the authorized Intertek label. Products not bearing the Intertek label shall 
be verified by the Authority Having Jurisdiction as meeting the specifications stated herein. 
 
Design Listings are provided pursuant to the agreement between Intertek and its Client. Intertek’s responsibility 
and liability are limited to the terms and conditions of that agreement. Intertek assumes no liability to any party 
other than the Client, in accordance with the agreement, for any loss, expense, or damage arising from the use of 
these documents. Only the Client is authorized to permit copying or distribution of a Design Listing, and only in its 
entirety. Partial reproduction or distribution of excerpts is prohibited. 
 
Refer to the listing report in the Directory of Building Products (https://bpdirectory.intertek.com) for the 
applicable edition of the referenced standard(s). 
 
 

 

  


