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Attaflow FL suspension aid is a specially designed attapulgite gellant grade best suited for 
use in the agricultural animal feed industry. 

 

Chemical Composition Liquid suspension attapulgite product 

 

 

 Properties 
 
Typical Properties  pH (DI Water)  8.5 
  Bulk Density (lose)  75 lbs/ft³ 
    1200 kg/m³ 
  Specific gravity  1.2 
     
   

Physical data  Average particle size, microns  0.1 
  Residue, +325 wet  0.4 % 
  Slurry solids  21 %  
  Color  grey 
 Physical form  suspended slurry 
 
 The above typical properties are for general information only and should not be used for specification 

purposes. Performance characteristics vary depending on specific application. All products should be tested in 
customer’s formulation prior to use. This information is subject to change at any time. 

 

 
 Applications 
 

Attaflow FL attapulgite products have distinct advantages over other commonly used suspension 
or thickening agents, such as sepiolite mineral and certain organic gums these include: 

• FDA & AAFCO approval 

• Easier dispersion 

• Thixotropic viscosity modification 

• Syneresis control 

• Cost-effective use 

• Consistent performance 

 
Attaflow FL liquid suspension grade imparts thickening and suspending qualities on the liquid 
animal feed which aid in keeping minerals, nutrients, and other ingredients evenly dispersed by 

preventing settling and syneresis from occurring. 
 

 

 Safety 

 
General BASF recommends that you take the appropriate safety precautions when handling this product as 

you should when handling all chemicals. These include the measures described in Federal, State 
and Local health and safety regulations, thorough ventilation of the workplace, good skin care and 
wearing of protective goggles. 

 
Safety Data Sheet All safety information is provided in the Safety Data Sheets for Attaflow FL. 
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 Important 
 
 WHILE THE DESCRIPTIONS, DESIGNS, DATA AND INFORMATION CONTAINED HEREIN ARE 

PRESENTED IN GOOD FAITH AND BELIEVED TO BE ACCURATE, THEY ARE PROVIDED FOR 
GUIDANCE ONLY. BECAUSE MANY FACTORS MAY AFFECT PROCESSING OR 
APPLICATION/USE, BASF RECOMMENDS THAT THE READER MAKE TESTS TO DETERMINE 
THE SUITABILITY OF A PRODUCT FOR A PARTICULAR PURPOSE PRIOR TO USE. NO 
WARRANTIES OF ANY KIND, EITHER EXPRESSED OR IMPLIED, INCLUDING, BUT NOT 
LIMITED TO, WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR 
PURPOSE, ARE MADE REGARDING PRODUCTS DESCRIBED OR DESIGNS, DATA OR 
INFORMATION SET FORTH, OR THAT THE PRODUCTS, DESCRIPTIONS, DESIGNS, DATA 
OR INFORMATION MAY BE USED WITHOUT INFRINGING THE INTELLECTUAL PROPERTY 
RIGHTS OF OTHERS. IN NO CASE SHALL THE DESCRIPTIONS, INFORMATION, DATA OR 
DESIGNS PROVIDED BE CONSIDERED A PART OF BASF’S TERMS AND CONDITIONS OF 
SALE. FURTHER, THE DESCRIPTIONS, DESIGNS, DATA, AND INFORMATION FURNISHED 

 BY BASF HEREUNDER ARE GIVEN GRATIS AND BASF ASSUMES NO OBLIGATION OR 
LIABILITY FOR THE DESCRIPTIONS, DESIGNS, DATA OR INFORMATION GIVEN OR 
RESULTS OBTAINED, ALL SUCH BEING GIVEN AND ACCEPTED AT THE READER’S RISK. 

 
 Attaflow is a registered trademark of BASF Group. 
 

 © BASF Corporation, 2023 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 BASF Corporation is fully committed to the Responsible Care®  

 initiative in the USA, Canada, and Mexico. 
 For more information on Responsible Care® go to: 
 U.S.: www.basf.us/responsiblecare_usa 
 Canada: www.basf.us/responsiblecare_canada 
 México: www.basf.us/responsiblecare_mexico 
 
 BASF Corporation 
 Dispersions and Resins 
 11501 Steele Creek Road 
 Charlotte, North Carolina 28273 
 Phone: (800) 251 – 0612 
 Email: CustCare-Charlotte@basf.com 
 www.basf.us/dpsolutions 

 


