Efka® SL 3257

Highly effective solvent-free slip additive and leveling agent for non-aqueous coatings and UV systems

Performance Highlights:

= Compatible with a wide range of resins

» Improves gloss, scratch resistance and leveling of coatings
= Very efficient reduction of COF (coefficient of friction)

= Excellent substrate wetting and reduction of surface tension
» Provides slip modified surfaces that are conducive to re-

coatability
Application: Sustainability Characteristic Values:
Highlights:

Efka SL 3257 is a solvent-free, 100% active, gnig EIKalSs2 7
polyether modified polysiloxane, for use in inks, Appearance: clear — hazv liguid
coatings and paints. It is compatible with a wide " Low Odor PP yiq
range of resins and provides slip modified surfaces M= OHZT:T: Viscosity: 175 -390 mPa.s
that are conducive to re-coatability. Additionally, .

, Food Contact : o
EFKA SL 3257 has been found to improve gloss, Compliant Density at 20 °C: ~1.04 g/ml
scratch resistance and leveling of coatings, and _ _
provides very efficient reduction of COF (coefficient Refractive Index: ~1.434
of friction) Flash Point: > 100 °C

0 -BASF
We create chemistry

00



	Wetting Agents and Surface Modifiers
	Slide 12: Efka® SL 3257 Highly effective solvent-free slip additive and leveling agent for non-aqueous coatings and UV systems


