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Technical Data Sheet 

Waterpoxy® 751 new 

Product description Waterpoxy® 751 new is an amine based curing agent in water solution which is particulary suitable to 
cure both epoxy resin emulsions and standard liquid epoxy resins 

  

 ◼ Use of liquid epoxy resins and solid epoxyemulsions 

 ◼ Adhesion on various substrates 

 ◼ High abrasion resistance 

 ◼ High chemical and solvent resistance 

 ◼ High corrosion resistance 

 ◼ High elasticity vs. solvent based systems 

 ◼ Easy to dilute, linear dilution rate 

 ◼ No VOC with liquid epoxy resins 

 The product might be slightly cloudy - this does not affect the product properties in a negative way 

  

Chemical nature Isolated amine adduct in water with a very low free amine content (< 1%) 

  

 

Properties 

  

Physical form Amber yellowish mass 

    

Technical data Color Gardner ASTM D 1544-98 ≤ 8 

(not supply specification) Dry residue 160°C; QP 2164.0 57.5 – 60.5 % 

 Appearance  25°C; ASTM D 2090-98 Amber yellowish mass 

 Amine value  ASTM D 2073-92 174.0 – 192.0 mg KOH/g 

 Viscosity, dynamic Brookfield; 25°C 
(ASTM D 1824-95) 

8500 – 15000 mPa.s 

 H equivalent weight (as such)  225 
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Application 

 Waterpoxy® 751 new can be used as hardener for epoxy anticorrosive coatings-/flooring coatings to be 
applied in food, beverage, pharmaceutical industries, hospitals, schools, etc. 

  

Mixing Formulation 100 g  Waterpoxy® 1455 

(without filler) 22 g  Waterpoxy® 751 new 

 

Technical Data 

Waterpoxy® 1455 Guide formulation 

 Corrosion protection 

  Primer Topcoat 

 Waterpoxy® 1455 (BASF) 47.00 53.00 

 Dispex® Ultra DA4483 (BASF) 0.30 0.30 

 Zinkphosphate 6.00 - 

 Loxanol® MI 6627 (BASF) 1.00 - 

 Chalc/Barium sulfate 21.40 4.00 

 Plastorit 0000 (Luzenac Naintech) 6.00 - 

 Carbon black 0.05 - 

 Aerosil R972 (Evonik) 0.05 0.20 

 TiO2 5.30 25.80 

 Heucosin grey (Heubach) - - 

 Foamaster® MO 2181 (BASF) 1.00 0.80 

 Water 11.70 15.90 

 Flash X-330 (Halox) 0.20 - 

 Waterpoxy® 751 new (BASF) 11.00 13.00 

    

 Concrete protection   

  Basecoat  

 Waterpoxy® 751 new (BASF) 17.00  

 TiO2 30.00  

 Heucosin grey (Heubach) 3.50  

 Barium sulphate 31.00  

 Foamaster® MO 2181 (BASF) 0.50  

 Water 18.00  

 Rheovis® PU 1250 (BASF) 0.50  

 Waterpoxy®1455 (BASF) 
or 
Bisphenol A/F (180g/eq.) 

74.00 
 
14.00 
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Safety 

When handling this product, please comply with the advice and information given in the safety data sheet and observe protective and workplace hygiene measures adequate 

for handling chemicals. 

Note 

The data contained in this publication are based on our current knowledge and experience. In view of the many factors that may affect processing and application of our 

product, these data do not relieve processors from carrying out their own investigations and tests; neither do these data imply any guarantee of certain properties, nor the 

suitability of the product for a specific purpose. Any descriptions, drawings, photographs, data, proportions, weights, etc. given herein may change without prior information 

and do not constitute the agreed contractual quality of the product. The agreed contractual quality of the product results exclusively from the statements made in the product 

specification. It is the responsibility of the recipient of our product to ensure that any proprietary rights and existing laws and legislation are observed. 

 

® = Registered trademark         BASF SE 

™ = Trademark of the BASF Group, unless otherwise noted      Resins & Additives (Europe) 

           67056 Ludwigshafen, Germany 

www.basf.com/resins 
30660618 

 

 

 

 

 
 
 
 
 

 

Storage 

 When stored under the usual appropriate storage conditions, the product can be stored for at least  
6 months. 

 The product should be kept in tightly closed containers when not in use and stored in a cool, dry place 
at temperature higher than 0 °C, however, it is always suggested to condition the drums at more than 
10 °C before using. In these conditions the shelf-life can even be more than 1 year. This product and 
epoxy resins should not be mixed until just prior to use because a chemical reaction will take place. 
Read SAFETY INFORMATION before handling or using product 


