
▪ Universally applicable in water- and solvent-based coatings 

▪ Medium long-term performance and thermal stability 

▪ Broad spectral coverage makes it suitable for a wide range of 
Coatings 

▪ Contains a basic multi-purpose HALS 

▪ Synergistic combination imparts superior coating protection against 

gloss reduction, cracking, blistering, delamination or color change, 
providing full substrate protection

Tinuvin 5151

Appearance: Viscous amber liquid

Viscosity at 20 °C: ~ 2.800 mPa.s

Density at 20 °C: 1.08 – 1.12 g/cm³ 

Flash Point: 150 – 154 °C

Performance Highlights:

Application:
Characteristic Values:

Sustainability 

Highlights:
Tinuvin 5151 is a liquid blend of a hydrophilic 2-(2-

hydroxyphenyl)-benzotriazole UV absorber (UVA) 
and a hindered amine light stabilizer (HALS) 
designed to fulfill high cost/performance and 

durability requirements of exterior waterborne and 
solventborne industrial and decorative coatings. 

The broad UV absorbance of the used UVA of 
Tinuvin 5151 makes it suitable for a wide range of 
coatings for wood, plastics, and metal. 

▪ Biocide-free

▪ Low odor

▪ Renewables

▪ APEO-free 

Tinuvin® 5151
UVA / HALS blend for water & solvent-based coatings


