
Tinuvin 384-2

Appearance Viscous, slightly yellow to yellow liquid

Density at 20°C [g/cm3]: 1.05 – 1.09

Viscosity [mPaꞏs]: ~ 3.000

Flash Point [°C]: 73 – 77

Characteristic Values:

▪ Tinuvin 384-2 is a liquid UV Absorber for color sensitive solvent-

based automotive (Refinish & OEM) clear coats and industrial 

applications including UV-curable systems. 

▪ Exterior applications need combination of Tinuvin 384-2 with 

hindered amine light stabilizers (HALS) such as Tinuvin 292 (2K-PU) 

or Tinuvin 249 / Tinuvin 123 (acid catalyzed systems). 

▪ The dose level of Tinuvin 384-2 required depends on the dry film 

thickness applied, i.e. at 40µm the dosage recommended for 

optimum protection is 2.5% Tinuvin 384-2 on resin solids.

▪ Low inherent color

▪ Liquid

▪ Broad spectral coverage

▪ Miscible (> 30%) with most 

commonly used solvents

▪ Applicable both in wb and sb 

systems (for wb systems use 

of co-solvents is 

recommended

▪ Medium thermal stability

▪ Good long-term performance 

(photo permanence)
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Application: Performance Highlights:

Tinuvin® 384-2
Hydroxy-phenyl-benzotriazole UV Absorber for color sensitive applications
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